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All Your Connectivity Needs. 
One Solution. 

Fiber-based ultra-wideband in a single hardware layer. 

WilsonPro’s Zinwave Technology Delivers Total Connectivity 
This platform has been leading the way in distributed antenna systems for over 10 years. 
It requires just a few main components:  

Need to 
cover more 

than 100,000 
square feet? 

Have multiple 
buildings? 

Have roof 
penetration 

limits?

Use di�erent 
RF bands?

(two-way radio, public 
safety, CBRS, etc.) 

Our ultra-wideband solution delivers a streamlined deployment with low total cost of ownership, fast installation, 
and high long-term value. 

• 150MHz to 5GHz  

• Up to 80% space savings 

• 17% better energy e�ciency 

• Built-in power supply for fewer parts

• Universal mounting bracket for 
 easier installation 

• Fiber-based delivery for longer runs 
 and fewer roof penetrations 

• Scalable and easy to adapt for future needs

Primary Hub Secondary Hub Remote Unit
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Primary Hub
Receives RF signal and converts 
to optical; distributes to remote 
units or Secondary Hubs. 

Fiber Cable: For longer runs.  Fiber & Copper Cable: For shorter runs.

Secondary Hub
Adds coverage and extends 
reach; connects to Primary Hub 
via fiber. 

Remote Units
Converts optical signal to RF and 
amplifies it for connection to 
mobile devices. 

Zinwave Set Up Overview

Contact Info

Support growth with future-ready connectivity infrastructure.
Get started today. 


